
METAL STUDS AS SCHEDULED

1' - 4" O.C.

METAL STUD AND GYP. BOARD
PARTITION

EXTEND PLATE TO NEXT
ADJACENT STUD AT
BOTH ENDS

EXTEND PLATE
TO NEXT
ADJACENT STUD
AT BOTH ENDS

6" x 16 GA. METAL  BACKING PLATE
WELDED  TO FACE OF STUDS AT WALL-
HUNG FURNITURE AND CASEWORK,
WALL MOUNTED ACCESSORIES, ETC.
VERIFY QUANTITY AND LOCATIONS FOR
EACH PIECE

REMOVE GYPSUM BOARD AND
REPLACE AFTER
INSTALLATION OF METAL
BACKING AT EXISTING
PARTITIONS NOTE: PROVIDE BACKING WHERE

REQUIRED AT B.O. ITEMS - VERIFY

3" x 14 GA. S. STEEL BACKPLATE

1/4" - 20 MACHINE SCREW
W/FINISH WASHER CAP OR FLAT
SPANNER HEAD COUNTER -
SUNK FLUSH SET SCREW

GRAB BAR - SEE DRAWING

SEE PARTITION TYPES FOR
WALL CONSTRUCTION.

PARTITION TYPE 'A3' (SHOWN ABOVE) NON-RATED 
& SMOKE PARTITION

STC: 49

PARTITION TYPE 'A3.1' NON-RATED
& SMOKE PARTITION

SAME AS PARTITION TYPE 'A3' EXCEPT:
1/2" CEMENT BOARD WITH CERAMIC TILE OVER STUDS AT 1'-0" ON
CENTER, TOILET ROOM SIDE.
STC: 49

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF FLOOR WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 20 GAUGE METAL
STUDS AT 1'-4" ON CENTER

(1) LAYER 5/8 TYPE 'X' GYPSUM
BOARD BOTH SIDES3-1/2" SOUND

ATTENUATION BLANKET
FULL HEIGHT OF
GYPSUM BOARD
(INSUL-7)

LINE OF
STRUCTURE
ABOVE

PARTITION TYPE '1A3' (SHOWN ABOVE) 1-HOUR
STC: 49 UL DES. NO: 419 or 465

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF
FLOOR

WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 20 GAUGE METAL
STUDS AT 1'-4" ON CENTER

(2) LAYERS 5/8 TYPE 'X'
GYPSUM BOARD BOTH SIDES3-1/2" SOUND

ATTENUATION BLANKET
FULL HEIGHT OF
GYPSUM BOARD
(INSUL-7)

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

LINE OF
STRUCTURE
ABOVE

PARTITION TYPE '2A3' (SHOWN ABOVE) 2-HOUR
STC: 56 UL DES. NO: 419 or 411

FIRESTOP SEALANT BOTH
SIDES

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF
FLOOR

WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 20 GAUGE METAL
STUDS AT 1'-4" ON CENTER

(1) LAYER 5/8 TYPE 'X'
GYPSUM BOARD BOTH SIDES

3-1/2" SOUND
ATTENUATION
BLANKET FULL
HEIGHT OF
GYPSUM BOARD
(INSUL-7)

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

1" ALLOWANCE
FOR SLAB
DEFLECTION

LINE OF
STRUCTURE
ABOVE SMOKE SEALANT AT SMOKE

PARTITIONS, ACOUSTIC
SEALANT AT ALL OTHERS

5/8
"

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF
FLOOR WALL BASE AS

SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 20 GAUGE METAL
STUDS AT 1'-4" ON CENTER

(1) LAYER 5/8 TYPE 'X'
GYPSUM BOARD

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

EXTEND PARTITION STUDS
TO STRUCTURE

1" ALLOWANCE
FOR SLAB
DEFLECTION

LINE OF STRUCTURE ABOVE

PARTITION TYPE 'F3' (SHOWN ABOVE) NON-RATED

PARTITION TYPE 'F2' NON-RATED
SAME AS PARTITION TYPE 'F3' EXCEPT:
2-1/2" x 20 GAUGE METAL STUDS AT 1'-4" ON CENTER.

PARTITION TYPE 'F1' NON-RATED
SAME AS TYPE 'F3' EXCEPT:
1 5/8" x 20 GAUGE METAL STUDS AT 1'-4" ON CENTER

PARTITION TYPE 'F2.1' NON-RATED
SAME AS PARTITION 'F2' EXCEPT:
18 GAUGE STUDS AT 12" O.C.
(1) ADDITIONAL LAYER 5/8" ABUSE RESISTANT GYPSUM BOARD

PARTITION TYPE 'F2.2' NON-RATED
SAME AS PARTITION 'F2' EXCEPT:
REPLACE 5/8" TYPE 'X' GYPSUM BOARD WITH 1/2" CEMENT BOARD
WITH CERAMIC TILE OVER STUDS AT 1'-0" ON CENTER, TOILET
ROOM SIDE.

6"

PARTITION TYPE 'K3' (SHOWN ABOVE) NON-RATED
STC: 52

PARTITION TYPE 'K3.1' NON-RATED
STC: 52
ADD (1) LAYER 5/8" ABUSE RESISTANT GYPSUM BOARD

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF FLOORWALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 20 GAUGE METAL
STUDS AT 1'-4" ON CENTER

(1) LAYER 5/8 TYPE 'X'
GYPSUM BOARD

3-1/2" SOUND
ATTENUATION
BLANKET FULL
HEIGHT OF
STUDS
(INSUL-7)

SEE REFLECTED
CEILING PLAN FOR
CEILING TYPE

1"
ALLOWANCE
FOR
SLAB
DEFLECTION

LINE OF
STRUCTURE
ABOVE

SMOKE SEALANT AT
SMOKE PARTITIONS,
ACOUSTIC SEALANT AT
ALL OTHERS

1/2
"

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

JOINT TREATMENT
MATERIAL 3M CO.
CP-25WB+

NOTE: DO NOT ATTACH TRACKS
STUDS OR GYPSUM BOARD TO
DEFLECTION PLATE.

DEFLECTION PLATE (4" x 3" x 24
GAUGE MINIMUM) FOLLOW
PROFILE OF STRUCTURE

MINERAL WOOL
PACKING MATERIAL

FLOOR AND CEILING TRACKS
(3-5/8 x 3" x 20 GAUGE)

UL DESIGN NUMBER
HW-S-0004 1-HOUR

JOINT
TREATMENT
MATERIAL 3M CO.
FB-2000 OR
FB-2000+

NOTE: DO NOT ATTACH
TRACKS STUDS OR GYPSUM
BOARD TO DEFLECTION PLATE.

DEFLECTION PLATE (4" x 3" x 24
GAUGE MINIMUM) FOLLOW
PROFILE OF STRUCTURE

MINERAL WOOL
PACKING MATERIAL

FLOOR AND CEILING TRACKS
(3-5/8 x 3" x 20 GAUGE)

UL DESIGN NUMBER
HW-S-0005 2-HOUR

FACE OF
EXTERIOR
WALL, FACE
OF COLUMN,
SHAFT, ETC.
SEE PLAN

1/4" MINIMUM
WATER CLOSET CARRIER

AS REQUIRED FOR

CORRIDOR SIDE

1/2" CEMENT
BOARD BACKER
AT CERAMIC TILE

4" M
IN.

CERAMIC TILE

TOILET ROOM SIDE

3 5/8" x 20 GAUGE
METAL STUDS AT
1'-0" ON CENTER

SEE REFLECTED
CEILING PLAN
FOR CEILING
TYPE

CMU

LINE OF FLOOR

PARTITION TYPE '2M8'
8" CMU TO UNDERSIDE OF STRUCTURE 2-HOUR
STC: N/A

PARTITION TYPE '1M8' 1-HOUR
SAME AS PARTITION TYPE 'M8' EXCEPT:
1 HOUR RATING
STC: N/A

1 5
/8"

SEE REFLECTED
CEILING PLAN
FOR CEILING
TYPE

LINE OF
STRUCTURE
ABOVE

GLAZED CMU

LINE OF FLOOR

PARTITION TYPE 'GM4' NON-RATED
4" GLAZED (ONE SIDE) CMU AND UNGLAZED CMU TO UNDERSIDE
OF STRUCTURE.
STC: N/A

PARTITION TYPE 'GM6' NON-RATED
6" GLAZED (ONE SIDE) CMU AND UNGLAZED CMU TO UNDERSIDE
OF STRUCTURE.
STC: N/A

UNGLAZED CMUCMU

LINE OF
FLOOR WALL BASE AS

SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

7/8" HAT CHANNELS AT 1'-4" O.C.

(1) LAYER 5/8 TYPE 'X' GYPSUM
BOARD

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

PARTITION TYPE 'H0' (SHOWN ABOVE) NON-RATED

PARTITION TYPE 'H0.1' NON-RATED
SAME AS PARTITION 'H0' EXCEPT:
ADD (1) ADDITIONAL LAYER 5/8" TYPE 'X' GYPSUM BOARD TO 6"
ABOVE FINISHED CEILING

PARTITION TYPE 'H0.2' NON-RATED
SAME AS PARTITION 'H0' EXCEPT:
ADD (1) ADDITIONAL LAYER 5/8" ABUSE RESISTANT GYPSUM
BOARD

PARTITION TYPE 'H0.3' NON-RATED
SAME AS PARTITION 'H0' EXCEPT:
REPLACE (1) LAYER 5/8" TYPE 'X' GYPSUM BOARD WITH 5/8"
ABUSE RESISTANT GYPSUM BOARD

6"

FACE OF
EXTERIOR
WALL, FACE
OF COLUMN,
ETC.
SEE PLAN

PARTITION TYPE '1A3.1' (SHOWN ABOVE)  NON-RATED
STC: 49 UL DES. NO: 419 or 465

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF FLOOR WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 18 GAUGE METAL
STUDS AT 1'-0" ON CENTER

(1) LAYER 5/8 ABUSE
RESISTANT GYPSUM BOARD
BOTH SIDES

3-1/2" SOUND
ATTENUATION BLANKET
FULL HEIGHT OF
GYPSUM BOARD
(INSUL-7)

LINE OF
STRUCTURE
ABOVE

SEE REFLECTED
CEILING PLAN
FOR CEILING
TYPE

FLOOR AND CEILING TRACKS
(3-5/8 x 3" x 20 GAUGE)

SMOKE SEALANT AT SMOKE
PARTITIONS, ACOUSTIC
SEALANT AT ALL OTHERS

5/8
"

5/8
"

6"

PATIENT ROOM SIDE

(1) LAYER 5/8 TYPE 'X' GYPSUM
BOARD - FULL HEIGHT

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF
FLOOR

WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

3 5/8" x 18 GAUGE METAL
STUDS AT 1'-0" ON CENTER

(1) LAYER 5/8" TYPE 'X'
GYPSUM BOARD BOTH SIDES -
FULL HEIGHT3-1/2" SOUND

ATTENUATION BLANKET
FULL HEIGHT OF
GYPSUM BOARD
(INSUL-7)

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

LINE OF
STRUCTURE
ABOVE

PARTITION TYPE '2A3.1' (SHOWN ABOVE) NON-RATED
STC: 56

SMOKE SEALANT AT SMOKE
PARTITIONS, ACOUSTIC SEALANT
AT ALL OTHERS

FLOOR AND CEILING TRACKS
(3-5/8 x 3" x 20 GAUGE)

6" M
IN.

(1) LAYER 5/8" ABUSE
RESISTANT GYPSUM BOARD
BOTH SIDES

SEE PLAN

2 1/2"x2 1/2"x6" LONG,
18 GAUGE ANGLE AT
3'-0" O.C. VERT. TO
9'-0"AFF

(1) LAYER 5/8 ABUSE
RESISTANT GYPSUM BOARD,
WHERE NOTED BELOW

(1) ADDITIONAL LAYER 5/8" GYPSUM
BOARD, WHERE NOTED BELOW

BOX OUT WHERE
BEAM OCCURS,
PROVIDE SAFING
MATERIAL AND
SMOKE SEAL AT
RATED PARTITIONS.
SEE STRUCTURAL
DRAWING FOR BEAM
LOCATIONS

COMPRESSIBL
E FILLER AND
ACOUSTICAL
SEALANT

PTD ANGLE BOTH
SIDES - SEE
STRUCTURAL
DRAWINGS

6"

(1) LAYER 5/8" ABUSE
RESISTANT GYPSUM
BOARD, WHERE NOTED

PARTITION TYPE 'GM6.1' NON-RATED
6" GLAZED (BOTH SIDES) CMU AND UNGLAZED CMU TO
UNDERSIDE OF STRUCTURE.
STC: N/A

1"

CONTINUOUS BOND
BEAM - SEE
STRUCTURAL
DRAWINGS

1"

LINE OF
STRUCTURE
ABOVE

BOX OUT WHERE
BEAM OCCURS,
PROVIDE SAFING
MATERIAL AND
SMOKE SEAL AT
RATED PARTITIONS.
SEE STRUCTURAL
DRAWING FOR
BEAM LOCATIONS

SMOKE
SEALANT AND
FIRE SAFING

PTD ANGLE BOTH
SIDES - SEE
STRUCTURAL
DRAWINGS

CONTINUOUS BOND
BEAM - SEE
STRUCTURAL
DRAWINGS

4"

SMOKE SEALANT AT
SMOKE PARTITIONS,
ACOUSTIC SEALANT
AT ALL OTHERS

1/2
"3/4

"

ACOUSTIC SEALANT

LINE OF
STRUCTURE
ABOVE

3/4
"

EXTEND PARTITION STUDS
TO STRUCTURE

24 GAUGE
J-RUNNER AT
FLOOR AND
DECK SHORT
LEG TO FINISHED
SIDE OF WALL

LINE OF
FLOOR

WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

4" C-H METAL STUDS
AT 24" ON CENTER.
USE J-RUNNERS AND
E-STUDS AS REQ'D.

(2) LAYERS 5/8" TYPE 'X',
MOISTURE RESISTANT
GYPSUM BOARD- FULL
HEIGHT

3-1/2" SOUND
ATTENUATION BLANKET
FULL HEIGHT OF
GYPSUM BOARD
(INSUL-7)

LINE OF
CONCRETE
DECK ABOVE

PARTITION TYPE '2J4' (SHOWN ABOVE) 2-HOUR
STC: 56

SMOKE SEALANT AT
SMOKE PARTITIONS,
ACOUSTIC SEALANT AT
ALL OTHERS

5 1/4"

1" GYPSUM
LINER PANEL

SOUND
ATTENUATION
BLANKET FULL
HEIGHT OF
GYPSUM BOARD
TO MATCH STUD
WIDTH (INSUL-7)
(INSUL-6 AT
EXTERIOR WALLS)

SEE DETAIL 23/AS920 FOR
ADDITIONAL INFORMATION

PARTITION TYPE 'A6' (SHOWN ABOVE) NON-RATED
& SMOKE PARTITION

STC: 49

STEEL STUD
RUNNER TOP
AND BOTTOM

LINE OF
FLOOR

WALL BASE AS
SCHEDULED

SET GYPSUM BOARD 1/4" AFF
ON CONTINUOUS BEAD OF
ACOUSTIC SEALANT

6" x 20 GAUGE METAL STUDS
AT 1'-4" ON CENTER

(1) LAYER 5/8 TYPE 'X'
GYPSUM BOARD BOTH SIDES

6-1/4" SOUND
ATTENUATION
BLANKET FULL
HEIGHT OF
GYPSUM BOARD
(INSUL-7)

SEE REFLECTED CEILING
PLAN FOR CEILING TYPE

1" ALLOWANCE
FOR SLAB
DEFLECTION

LINE OF
STRUCTURE
ABOVE SMOKE SEALANT AT SMOKE

PARTITIONS, ACOUSTIC
SEALANT AT ALL OTHERS

5/8
"

EXTEND PARTITION STUDS
TO STRUCTURE

1/2
"

1/2" ALLOWANCE FOR
SLAB DEFLECTION -
FILL VOID WITH
MINERAL WOOL
PACKING MATERIAL

FILL, VOID OR CAVITY
MATERIAL

4 PCF MINERAL
WOOL PACKING
MATERIAL

EXISTING STEEL
FLOOR AND FORM
UNITS

DRAFT STOP
DETAIL AT CONCRETE DECK
(COMPOSITE DECK SHOWN

BELOW)

DRAFT STOP AT COMPOSITE DECK

SMOKE SEALANT AT SMOKE
PARTITIONS, ACOUSTIC
SEALANT AT ALL OTHERS

PARTITION TYPE '1A3.2' (SHOWN ABOVE) 1-HOUR
SAME AS PARTITION TYPE '1A3' EXCEPT:
(1) LAYER 5/8 ABUSE RESISTANT GYPSUM BOARD BOTH SIDES IN
LIEU OF 5/8" TYPE 'X' GYPSUM BOARD

4" HIGH CMU -
SOLID
CENTER ON
PARTITION

EPOXY FLOOR
WITH INTEGRAL
BASE

VINYL 'J'
TERMINATION

SEALANT

3/4" RADIUS
INSIDE CORNER

DEDUCT ALTERNATE #6:

PARTITION TYPE 'GM4' - REPLACE WITH 4" STANDARD CMU -
PROVIDE BLOCK FILLER AND EPOXY PAINT ON OCCUPIED
SPACE SIDE ONLY.

PARTITION TYPE 'GM6' AND GM6.1 - REPLACE WITH 6"
STANDARD CMU - PROVIDE BLOCK FILLER AND EPOXY PAINT
ON OCCUPIED SPACE SIDE ONLY.

VERTICAL STUDS @ 2'-0" [610mm] MAX.
W/GYPSUM WALLBD. 1'-4" [406mm]
W/GYPSUM LATH & PLASTER DOUBLE
STUDS FOR SUPPORTING CONC.
BACKER BOARD.

PROVIDE CONTINUOUS
BRACING WHEN STUDS EXCEED
10'-0" [3048mm] & ARE FINISHED
BOTH SIDES

JAMB ANCHOR CLIPS 3 PER SIDE -
COORDINATE W/HINGE
REINFORCEMENT

NOTE 1:
OMIT BRACE WHEN "D" DIMENSION IS
LESS THAN 2'-0" [610mm] FOR GYP.
WALLBD. OR 16" [400mm] FOR PLASTER
PARTITION.

CRIPPLE STUD DO
NOT ANCHOR TO
BEARING STUD

DETAIL D

GYPSUM
WALLBD.
PANELS

CONTROL
JOINT

ISOMETRIC OF CONSTR. JT.

DOUBLE
STUDS

JAMB
ANCHOR

SECTION A

ELEVATION AT DOOR FRAME DETAIL C DETAIL D
DETAIL C

SEE
NOTE 1

RUNNER
BET.
STUDS

A A

SEE DOOR SCHEDULE
VARIES

MET.
DOOR
FRAME

SHIM AS
REQ'D.
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